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Heavy-Duty Brackets

Anti-Climb Mesh for 
Additional Security

Heavy-Duty Steel 
Welded Frame

Powder Coated Finish for Rust 
Prevention and a Clean Look

22550 - 5’ 1” meets 8’ NYDOT requirements

Orange WFB 22179

White WFB 22180

6’1” x 5’1” Galvanized Steel 
Fence Panel - Includes  T-Pin 22550

Galvanized Steel Connector T-Pin 22549

Replacement Fill Cap 22469

Spare Drain Plug 22551
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WATER FILLED BARRIER
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FEATURES:

1.	 Large 8” fill hole with twist-lock plastic cap for quick filling.

2.	 90-degree pivoting hinge design handles curved roads and 
tight turns with ease, minimizing breakage at hinge points.

3.	 Built-in mounting holes for secure ground attachment.

4.	 Durable HDPE plastic for reduced cracking and breaking.

5.	 Includes steel connection pin for locking sections together.

6.	 Forklift and pallet jack through holes for easy movement 
and prevention of bowing when filled with water.

7.	 Light bracket molding with drain hole to prevent water pooling.

8.	 Tamper-resistant corner offset drain plug 
with quick 2 1/2 turns in or out.

9.	 Modular fencing available.

Height Length Width Weight Empty Weight Filled w/ Water Material Fence Dimensions
36” 72” 18” 90lbs 1,110lbs High Density Polyethylene 6’ 1” x 5’ 1”


